






























Grounding

Grounding

◆ The water supply faucet must be less than 122cm away from the rear of the washing machine so 

that the water supply hose can be easily connected to the washing machine and the water faucet.

◆ To prevent the risk of water leakage and waterway damage, consider the following ways:

    Ensure water tap is at a reasonable position for easy connection.

    Turn off the water faucet when the washing machine is not used.

    Check water leakage conditions of the internal loop regularly.

◆ The washing machine must be grounded. If the 

washing machine has a fault or cannot run normally, 

the current can be conducted to the ground, minimizing 

the risk of electric shock.

◆ The ground wire cannot be connected to the 

plastic pipe, gas conduit or hot-water pipeline. If the 

ground wire is connected to the improper ground 

conductor, electric shock may occur.

◆ If you are not sure whether the washing machine is grounded accurately, check and verification 

should be performed by the manufacturer, product and service agent or qualified person.

◆ If the power cord is damaged, replacement should be conducted by the manufacturer, product and 

service agent or qualified person to avoid risk. The plug attached to the washing machine cannot be 

transformed. If the plug cannot match the socket, a suited one should be installed by the 

manufacturer, product and service agent or qualified person.
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Installation requirements 

all electrical circuit and grounding must be setas per the national electrical standard.

Ground location

To minimize the vibration or unbalanced load, the wood floor has to be reinforced. The carpet and 
the soft floor tile surface may cause vibration and slight movement of the washing machine in 
operation.
Before you install the washing machine, select a location with the following characteristics:
◆ Do not position the washing machine on a platform or a structure with weak support.

◆ A hard, level surface (if the surface is uneven, see “Adjusting the leveling leg” on page 10).
◆ Avoid direct sunlight, with adequate ventilation. (The washing machine shall not be installed in a 

bathroom or a wet room.)

◆ Room temperature shall not fall below 0 ˚C.

◆ Away from sources of heat such as coal or gas stove.

Make sure that the washing machine does not stand on its power cord. Ventilation openings must 
not be obstructed by carpeting when the washing machine is installed on a carpeted floor.
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How to operate the 
washing machine?

Description of buttons and programsUsing methods          18

High temperature boiling wash, as well as precautions      20 

Using methods of detergents and additives                        22
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Control panel and program description

Control panel and program description facilitate easy operation of the drum washing machine

Boiling wash button Program button

ON/OFF button

Core selling points

 Start/Pause

 Display button

This button is for washing routine clothing, such as 

children clothing and underclothes; the boiling wash 

function is applicable for standard wash and baby care 

program only.

Press this program button to select one from eight 

optional programs.

DD frequency conversion and super silent washing of the 

washing machine; high temperature sterilization at 95℃ 

and comprehensive protection of the clothing.

Turn on/ off the washing machine by this button. If the 

washing machine is kept unused for 10 minutes after 

power on, the power supply will be shut off automatically.

Press this button to start/pause the operation of the 

machine; if you want to change washing program, 

press this button for pause, then press the button of 

selected program to start.

Display the remaining time for finishing washing; error 

message is displayed if the washing machine breaks 

down, in order to take appropriate countermeasures.
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Intelligent control program，washing precisely

Multiprogramming, washing state is absolutely clear

Cotton

Intensive

High temperature boiling wash

rinse/spin

Quick Wash

Soft

Baby care

Drum clean

suitable for washing generally or slightly soiled cotton 

textiles, linen bed sheet, linen table cloth, underwear, 

towels, shirts, etc.

suitable for washing generally or slightly soiled cotton 

textiles, linen bed sheet, linen table cloth, underwear, 

towels, shirts, etc.

suitable for washing slightly soiled laundry that is worn 

only once or needs washing a little, has a special smell. 

suitable for washing moderately or heavily soiled cotton 

textiles, linen bed sheet and table cloth, underwear, 

towels, jeans, overalls, etc.

High temperature washing and additional rinse will be 

carried out to ensure children clothing or underclothes 

free of residual washing powder；

MINU drum washing machine has single rinse/spin 

function, and single rinse is used to rinse and spin the 

clothing;

detergents on baby’s laundry can be dissolved 

completely at high temperature so that baby’s soft 

skin can be protected.

This program is designed to clean the inner drum of 

washing machine to keep it sanitary (no clothing shall be 

added when this program is used)
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Boiling wash

Eradicating invisible residual bacteria, facilitating comprehensive protection for health

Application method of boiling wash function

Inspection before carrying out boiling wash program

In order to enhance the washing effect, detergent and bleacher may be added into the washing 
drum before adding clothing

a.Carry out classification based on color and smudginess degree of clothing (for instance, more dirty 

clothing, unfaded clothing, white clothing, soft clothing etc.).

b.Fasten all attached articles of the clothing and empty the pockets; if there is damage of clothing, please 

repair it before washing. 

 a. Check if machine button is fastened; 

 b. If clothing is clamped by the cover of machine door during wash, the clothing may be torn or leakage may 

occur. Please ensure machine door is closed and clothing is not clamped. 

a.Put clothing into the washing drum and add a proper amount
 of detergent, then close the door; 
b.Press the power supply button          ;
c.Press the “program” button to select standard wash or baby 
care program; 
d.Then press the “boiling wash” button; 
e.Press the “start/pause” button        to begin wash.

A.Check the classified washing of clothing

 B.Check the cover of machine door

- Never boiling wash the clothing which may fade; 
- Never boiling wash soft clothing, such as wool product or ladies underwear etc;
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Boiling wash program  Precautions

◆ Please use a dedicated wall type AC power outlet of 220V-240V/50Hz and 10A; 

◆ Never use power extension line; 

◆ Adopting other supply voltage or current may result in fire, electric shock or power failure; 

◆ Never use this product together with other heating equipment at the same time;

◆ The temperature of boiling wash program may be different due to environment; 

◆ The internal temperature may be very high in the boiling wash program, so operate carefully to 

avoid scalding.

◆ Provide cold water to cool the hot water, ensure to reach the safe water temperature during 

drainage;

◆ Time required for sterilization by boiling wash program is based on water inlet temperature, the 

lower water inlet temperature is, the longer time is required; 

◆ With specific design for the washing machine, only cold water will be supplied to cool the hot 

water after the boiling wash program;

◆ Boiling wash program can be kept on only after the machine door is closed; 
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The amount of detergent is based on the water hardness in your area and the detergent 
manufacturer’s recommendations on the package as well as the weight of laundry, the type of fabric, 
the degree of soiling etc.

The type of detergent you should use is based on the type of fabric (cotton, delicate items, chemical 
fiber and wool), color, wash temperature, degree and type of soiling. Always use “low foam” washing 
powder, which is designed for drum washing machine.

◆ Keep detergents and additives in a safe, dry place out of the reach of children.
◆ Please use appropriate amount of detergent according to the type of fabric and the degree of soiling 
for the sake of environmental protection.
◆ Appropriate amount of detergent shall be used according to the weight of laundry, the degree of 
soiling and product description.

Precautions for using the detergent

Please ensure the cap-drawer is placed at the correct position, 
and it cannot be taken down during wash

Addition level of laundry liquid 

should not exceed MAX base line 

marked on the cap-drawer,Laundry 

power or laundry beads should be 

added into drum directly.

A.Determing the amount of laundry liquid

B.Selecting proper laundry liquid
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How to clean and maintain
the washing machine?

Keeping the washing machine clean can improve its performance, 
avoid unnecessary repairs and prolong its service life. When the 
washing machine has been in service under a wet environment for a 
long time, all sorts of bacteria in air may adhere to it, forming mould and 
bringing harm to human bodies thereby. Therefore, please keep the 
washing machine clean.
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Drum clean

This is a drum auto clean program and can remove the possibly bred mould in the drum.

Precautions for using drum cleaning function

Application method of drum cleaning function

A. Turn on the water supply faucet.
B.Press the Power button        to start the washing machine.
C.Press the Program button to select the Drum clean program.
D.Press Start/Pause button        to start the Drum clean program.

Never add clothing into the inner drum in drum cleaning program.

◆ Be sure to use the specialized cleansers to clean the inner drum.
◆ The drum can be cleaned without cleansers for the Drum clean program.
◆ The Drum clean program cannot be used when there are clothes in the washing machine, 
or the laundry or machine may be damaged.
◆ Only one tenth of drum cleanser amount recommended by the manufacturer shall be used 
for the sake of environmental protection.
◆ Bleach containing chlorine may fade the laundry; be sure to use oxygen bleach only.
◆ There are powder and liquid cleansers to clean the drum.
◆ Powder cleanser: Please use powder bleach or the cleanser specialized for the inner drum 
of the washing machine.
◆ Liquid cleanser: Please use liquid oxygen bleach or the cleanser specialized for the inner 
drum of the washing machine.
◆ Never use foam type detergent.
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Cleaning the water supply valve filter

You should clean the supply valve filter at least 3 to 4 times per year, or when you see “SF”
error message on the display:

- Rust：Rusting may occur if water with rust or rusty article, such as hair pin, is put into the drum, or water has 

been remained in the drum for too long. 

- Rust cleaning: Squeeze out the rust removing paste on a soft cloth or sponge, and then wipe the rusty parts. 

※ Never use a steel brush, otherwise the drum will be damaged. 

- Residual detergent: (Dark color and stain) After long service of the washing machine, if excessive detergent is 

added, or cleaning program is repeated with detergent not dissolved completely, clothing may be contaminated 

by residual detergent.

Pull out the power plug and turn off 
the water supply faucet of the washing 
machine.

Clean the inside and outside of the 
threaded connector.

Push the filter back into the original place. 
Reconnect the water supply hose.

Turn on the faucet and make sure the 
connections are watertight.

Unscrew the water supply hose from the 
back of the machine.

With a pair of pliers, gently pull out the water 
supply valve filter and rinse it under water 
until clean.
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Precautions for cleaning housing of the washing machine

Clean the housing of washing machine regularly to keep it clean and sanitary

◆ Wipe the washing machine enclosure, including the control panel, with a soft cloth and nonabrasive 
household detergents.
◆ Use a soft cloth to dry the enclosure.
◆ Do not pour water on the enclosure in case parts of the machine would be damaged.

a. Unplug the washing machine before cleaning, 
otherwise electric shock or personal injury may occur.

b. Never spill water on the washing machine, otherwise 
short circuit or electric shock may occur.

c.Use a wet cloth to clean the washing machine. d.Never use synthetic detergent, benzene contained 
detergent or diluents. 

Cleaning the enclosure

1 2

3 4

5

7

9 10

11 12 13

14 15

16

18 19

20 21

22

24 25

26 27

29

30 31

32 33



Storing the washing machine

Drain the residual water out of the machine; otherwise the washing machine may be damaged

Select the Spin program to drain the water out with the fastest speed.

Turn off the water faucet and separate the water 

supply hose.

Unplug the washing machine and open the machine 

door to allow ventilation.

1 2

3 4

5

7

9 10

11 12 13

14 15

16

18 19

20 21

22

24 25

26 27

29

30 31

32 33



Troubleshooting

If the washing machine is in the following 
situations, sometimes it is not a failure; 
Check according to the list below before 
consigning for repair;
If it is indeed a failure, contact with the 
after-sale service department of our 
company, and never handle it by yourself. 
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Troubleshooting

Problems and solutions

Phenomenon Solution

Detergent remains in the 
detergent drawer after the 
washing is complete

Washing machine vibrates 
or is too noisy

The drainage pump has 
abnormal noise

The displayed washing time
deviates from the actual 
washing time

Foam overflows from the air
 return hole on the back of
 washing machine

● Check if the water pressure is sufficient when washing.

● Check if the washing powder are damp and caking.

● There is deviation in the weight of laundry, watery supply time and balancing time.

● Check if the drainage pump filter is blocked by laundry flocks and clean the debris  

● Too much washing powder, so reduce its amount;

● Pour the washing powder into the drum directly;

● Use low foam washing powder or liquid detergent dedicated for drum.

● Check if the washing machine is set on an uneven surface. If the surface is uneven, 

   adjust the leveling leg to level the appliance.

● Check if the shipping bolts are removed.

● Check if the washing machine is touching any other objects.

● Check if the laundry load is balanced in the inner drum of the washing machine.
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Troubleshooting

Error messages description

Error code Code description

Abnormal door lock

Abnormal water supply

Abnormal draining

Imbalance alarm

Overtop water temperature 
for above 5 seconds

Extreme low water level with 

standard watering times

Abnormal communication between 
computer board and frequency 

conversion board

Solution

● Check if the door is opened and make sure the door is closed firmly.

● Whether the wiring harness of the computer board falls off.

● Check if the plug wire of door switch is loose or has a poor contact.

● Check if the water supply faucet is turned on.

● Clean the water supply valve filter.

● Check the water pressure.

● Check if the drain valve is plugged up.

● Power off the machine to check if the wire connecting the motor
   and the electric reactor falls off.
● Check if the patch cord  of the motor and cables fall off.
● Check if the computer board wirings fall off.

● Clean the drain valve.

● Check if the drain hose is properly installed.

● Check if the hose drain is plugged up.

● Check if the drain valve is plugged up.

● Check if the water pressure is normal.

● Check if there is water leakage.

● Excessive eccentricity or winding of clothing, so put the clothing 
   again after tidying up.
● Increase the quantity of clothing to be washed. 
● Check if the washing machine feet are level adjusted.

● At this time, keep children off the washing machine and restart it. 

● Unplug the power cord, and replug it after cooling down.
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A.Your washing machine is installed with the fuzzy logic control system which can automatically 
detect the balance of laundry during spinning. When the laundry is detected unbalanced or with 
strong eccentricity by the washing machine, the machine will properly extend the spin time to 
adjust the balance of the laundry or run at a lower speed when spinning in order to avoid damage 
to the machine.
B.When there are excessive foams, the time on the display will cease for a spell, meanwhile the 
machine is eliminating the foams rather than fault, and the machine will automatically return to 
normal program if finished.
C.Before contacting After-sales Service Department:
◆ Try to solve the problem (see “Troubleshooting”).
◆ Restart the program to see if the fault still exists.
◆ If the fault persists, call after-sales service and describe the problem.

Problems and solutions

Error code Code description Solution

Temperature sensor abnormity

Too high water level

Abnormal voltage

● Check if the NTC plug wire is in poor contact.

● Test the resistance of temperature sensor in cold state with the multimeter

   and check if it is above 1.5MΩ.

● Check if the wire and plug-in between the temperature sensor and the 

   computer board are in poor contact.

● Disentangle flexible pipes of the pressure switch, then test-run the machine.

● Check if there is something wrong with the drainage pump.

● Check if the hose of pressure switch is clogged.

● Power supply voltage is unstable.

● Program will run automatically after the voltage becomes stable.

● Purchase a device which can provide stabilized voltage.
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Product Specifications

Energy efficiency program：Power supply + strong wash + boiling wash for 5 times 
(pressed in five seconds) ”.

Model

Tap water pressure(MPa)

Rated wash and
Spin capacity

Type Full automatic washing machine

Rated voltage and frequency

Wash mode Drum-type

Centrifugal type

2.8kg

2.8kg

1200W

0.05MPa-0.8MPa

220V-240V/50Hz

500×415×630

34kg

50RPM

700RPM

Rated consumed power

Spin mode

Wash

Spin

External dimensions (mm)

Net weight (kg)

Rotation rate of wash

Rotation rate of spin

1 2

3 4

5

7

9 10

11 12 13

14 15

16

18 19

20 21

22

24 25

26 27

29

30 31

32 33

MINIJ



W
H

ITE[5P]

CN
3

5
4

3
2

1
1

2
3

4

1
2

1
2

4
3

2
1

1
3

2
1

1
2

3
5

4
3

2
1

2
1

2
1

4
5

6
3

2
1

1
1

CN
4

J2J9
J5

VCC
H

1
H

2
H

3
G

N
D

J6
J4

CN
1

CN
6

CN8
CN2

CN7

W
H

ITE[4P]
W

H
ITE[8P]Door Lock S/W

G
R

EEN
[1P]

W
H

ITE[1P]
W

H
ITE[2P]

BLACK[2P]

PR
ESSU

R
E  

SEN
SCO

R

PCB CO
N

TR
O

L

DRAIN MOTOR

PRE VALVE

HEATER

N
O

ISE FILTER

VIOLET

VIOLET

VIOLET

VIOLET

PINK

PINK

PINK

GRAY

RED

RED

RED

RED

RED

RED

YELLOW/GREEN

YELLOW/GREEN

N
.F

THERMISTOR

L N

PE

BLACK

BLACK

BLACK

YELLOW

YELLOW YELLOW

ORANGE

ORANGE

ORANGE ORANGE

ORANGE

BLUE

BLUE

BLUE

BLUE

BLUE

BLUE

BLUE
BLUE

BLUE

BLUE

BLUE

BLUE

BLUE

YELLOW/GREEN

D
R

IVER
  PBA

D
D

 M
O

TO
R

1 2

3 4

5

7

9 10

11 12 13

14 15

16

18 19

20 21

22

24 25

26 27

29

30 31

32 33



1 2

3 4

5

7

9 10

11 12 13

14 15

16

18 19

20 21

22

24 25

26 27

29

30 31

32 33


